Precast Drywell (Light Duty)
1200 Gal. (DW1200LD)

Top Section : 3,500 Ibs
Bottom Section : 3,000 Ibs

8'-6"
I = S W U U YA VA VU SO A W A T
"i 24" Dia. i“
} Concrete Plug }
4" Low Eressure \i i'_
Polyégl;:lg? Seals\.}H [I 4'-10"
L?'—T"T"‘."',"'T."T".'"T'"T"T"‘."',"'T."',’"TJ
Plan
8-4" 4-8"
3" — 3"
B A A I A R A A TG - TP
| ? | 3"
J,@ N U Y Y I O o N @
ol oy i 1 e O o I 2-8
”“"““):'I:II:II:II:II:II:IIZIIZ_IJ ] I J
| 3" |<_
e [ |
cengyp—~(4 [ ] ] O] OO OO O O N N I N I
\.‘EI ] J J 0 O J g, I I I I I e o gn
EI:II:II:II:II:II:II:IIZI,' 3
I'__I____________\/Jd ___________ _I__J ! Void !
6'-5" —ff—1" 3'-0" "
Section Section

SPECIFICATIONS:

- Concrete Minimum Strength 5000psi @ 28 days PRECAST ONRETE PRODUCTS
- Steel Reinforcement Grade 60 78 PRECAST ROAD MILTON, VT 05468 +802.893.2401
- Weights Subject to Variation TOLL FREE 1.888.299.2401 FAX 802.893.1542

CAMP Precast Concrete Products www.CAMPPRECAST.com Revision Date : 3/13/2007 Section : 8



