Round Light Pole Base (Information Sheet)

s Diameter IMPORTANT INFORMATION
/ / - The Contractor is required to supply the following:
Bolt Pattern - Anchor Bolts
© ® - Conduit
- Sweeps / Elbows
® o - Couplings
- Conduit Orientation must be at 0, 90, 180 or 270 Deg.
4x4x4x4 Mesh - Concrete Minimun Strength 5000 PSI @ 28 Days
Roll with _ Plan - Weights Subject to Variation
2" Clear Typical -
Anchor Bolt 18" Dia. 24" Dia.
Reveal —* Height | Weight Height | Weight
E E 5'-0" 1,310 Ibs 6'-0" 2,790 lbs
? 6'-0" 1,570 Ibs 7'-0" 3,260 lbs
7'-0" 1,830 Ibs 8'-0" 3,720 lbs
7'-6" 1,960 lbs 9'-0" 4,190 lbs
PV ot

Conduit Size _\\

18" Dia. Configurations

# of Conduits| Max. Conduit Size | Sweeps or 45 Elbows
Reveal 1-way 1" Sweeps
Protrusion Height 2-way 1" Sweeps
from Ground 3-way 1" 45 Elbows
4-way 1" 45°Elbows
Pie 24" Dia. Configurations
4x4x4x4 Mesh—"] # of Conduits| Max. Conduit Size | Sweeps or 45’ Elbows
Roll with 1-way 1" Sweeps
2" Clear Typical 1-way 2" 45°Elbows
2-way 1" Sweeps
~—1 Diameter —=— 2-way 2" 45°Elbows
3-way 1" Sweeps
' 3-way 11/2" 45°Elbows
SeCtlon 4-way 1" Sweeps
4-way 11/2" 45°Elbows
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